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0.25" (6.3mm) WALL-

ACCESS COVER

MATERIAL:

0.50" (12.Tmm) WAL L1

L1/4-20 TAP THRU

SECTION A-A

TRAFFIC SIGNAL POST - MOUNTING BASE - TYPE A

<\ 067 (1. ) ( - ASTM A48 CLASS 30 GREY [RON
7y 0,06 dl.Gmm} (2) R2.95" B-B - ASTM AI23 HOT DIPPED GALVANIZED
\ q e
& 55mm
\
\ | 0.3t” (7.9mm) o NZ0.25" Hosm
LS 250 I 031" (7.9mm} 350" (88.9mm} A\ 3 fommi - 0.25¢
m— 2-R 0.31*{Bmm) -~ ( )
\ I ' [ *B < sl ff— (e "
Q ? ? | = N PORT 118"~ . E |~ 0.25" (6mm)
(25.4mm) I 174" -20 TAP THRU ; 450 | pr | 1 (30mm) ]
] 0,25 (6. 4mm) . &S| & i 0.25" ©
. 0.3t DIA THRU | ] X
R 0.62” (5. 7mm) (8) REQ'D (3;% ; o7.9mm) 25 () WALL S NS zrmm ) (6mm
R 0.53” (13.5mm} TYP. (4) REQ'D .9mm - - .
B 0.23"t5mm) 0.31"(8mm}
*’B
.20 (5mm)
, 300" (76.20m) SECTION B-B SECTION D-D ‘
| 4)
I
! TYPE A B c HEIGHT WEIGHT
T a
| \-4" (0L6mm-8 NPT 1 g 10.25"257mm)| 9.5"24Imm) | 19(483mm | 12 (300mm) 24kg
TOP VIEW u e 11.125"(253;;1 10.75"(273mm) | 21.5(546mm) | 12 (300mm) 26kg
7.38" (BT.5mm TYP, (4)
SHROUD DETAIL
T 3.74" (95.0mm) (2)
R 0z G.omm : ! 5°’\‘\ :I.Dl::'JRT EXISTING CABINET AND CONTROL EOUIPWENT
- s
| 75 e 5 ! D rve, ABOVE FOUNDATION TO KEEP TRAFFFIC SIGNAL FUNCTIONING O oo L rovmmi LARGER
112" {28.5mm) ' WHILE FOUNDATION MODIFICATION WORK IS PROCEEDING.
f | DIMENSION, BOTH DIRECTIONS
150" sedmm |EZ] y [, |
P f At R 0.86" (22,3mm)_REF : a.81" /1" @5mm) BEVEL
\-Rifo.os" (©.8mm) TYP.  9.88" (250.9mm) | R 3.00 (249.20m) proprr -
" 0.38" (9.6mm} {76.2mm) - (
238 +0.03" (+0.7mm) R 1.50" = e, () REQ'D  +0.00” (0.00mm) . .
Lig*___ R 3507 (88.9mm) (2)-0.00" (-0.0mm) (38.1mm) - ! -0.03" (-0.7Tmm) BREAK DOWN EXISTING | ~12" (300mm) ¥ e N
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L|E GROUND LUG— TYP. 12 13 9 (230mm)- | .
E 500 o|E | R 0.19" (4.8mm) g pow .
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T - o I O > oot uz.my ! 053 asmm | | 150~ S THOmm. 4 (100mm |~ S ON 12" (300mm) CENTER (3 REQ'D)
il - - 0.50” (12.7mm) q' I REF. | & REQD Fnoniie & 4% {O0mm _—/ " (150mm)—| A W TYPE D" MODIFIED)
. J [ \ —={ =050 (2.7mm} 2) ] | 0.56" (14.2mm) (2) REQ'D EXISTING TYPE D FOUNDATION
I ' : 36
1.00" (25.4mm CAST IN 1/8" (3.0mm) HIGH CHARACTERS VIEW C-C (CONTROLLER) FOUNDATION Slomm 9 (225mm)
| [NaVE OF CouNTRY OF ORIGIN SIEW L-L 9" (225mmd

MODIFY EXISTING TYPE D" FOUNDATION

(NOT TO SCALE}

ITEM NO.

IDENTIFICATION

- \}
LAMP HOLDER AND COVER

44 CU-M)

OUTLET BOX COVER

RUBBER COVER GASKET

REDL

JCING BUSHING

ol

9 mm) CLOSE NIPPLE

AL

9 mm) LOCKNUT

A

9 mm) HOLE PLUG

ADDLE BRACKET - GALV.

"AR

38 LAMP

DETECTOR UNIT

POST CAP [18 FT. (5.4 m) POST MIN.]

NOTES:

—

ALL ELECTRICAL ITEMS, EXCEPT ITEMS *2 AND *11 SHALL BE ALUMINUM OR
GALVANIZED

1TEM *1- OZ/GEDNEY FSX-1-50 OR EQUIVALENT
ITEM *2- MULBERRY CON-O-SHADE LAMP SHIELD OR EQUIVALENT
ITEM *9- “BAND-IT* SADDLE BRACKET OR EQUIVALENT

NOTES:

1. REMOVAL OF EXISTING CONDUIT FROM THE HANDHOLE

WHEN POST MOUNTING IS SPECIFIED, ITEM *9 SHALL NOT BE REQUIRED. THE
DETECTION UNIT SHALL BE MOUNTED DIRECTLY ON TOP OF THE CAP BY DRILLING
AND TAPPING A ¥,"t19 mm) HOLE WITH PIPE THREADS. THE POST CAP SHALL EITHER
BE SCREWED TO THE TOP OF THE POST OR A MINIMUM OF 3 TIGHTENING SCREWS
SHALL BE REQUIRED ON EACH CAP.

30" (762.0mm) MIN.

24" (610,0mm) MIN,

- STEEL HOOKS

» \, t / ’
‘ GALVANIZED N

AND THE INSTALLATION OF THE CONDUIT BUSHING
SHALL BE INCIDENTAL TO THE HANDHOLE.

: EXISTING CONDUIT
. 21 % NN + § o e Rewove
SPAN WIRE WIRE WRAP ‘ $646.0mm! :
N AT - L —
LIGHT DETECTOR AND = NG _— /o] ] BUSHING i
CONFIRMATION BEACON GALVANIZED TUBING . E L EXISTING CONDULT L J ;
ATTACHED TO TUBING ) E 203.0mm)| . . . T0 REMAIN . = = A
-~ . = »  |T~—FRENCH
e = 2 ORAIN * * *
/ ELEVATION PLAN
TETHER CABLE
DETAIL
LIGHT DETECTOR AND HANDHOLE TO INTERCEPT EXISTING CONDUIT
POST CAP MOUNT MAST ARM MOUNT CONFIRMATION BEACON MOUNTING wis
FOR TEMPORARY TRAFFIC SIGNALS
EMERGENCY VEHICLE DETECTOR WITH CONFIRMATION BEACON MOUNTING DETAIL EM
(NOT TO SCALE)
FILE NAME = USER NAME - gaglianabt DESIGNED -  D.AD. REVISED - BUR.TRAFFIC 03-15-01 DISTRICT ONE FR"T“'_P' SECTION COUNTY sTpﬁ:TsA?rLs S%E.T
Wikdia ttd\22x34\ ¢sD.dgn DRAWN - R#.P. REVISED - BUR.TRAFFIC 11-12-0f STATE OF ILLINOIS 28 | 19
PLOT SCALE - G0.0m08 7 I CHECKED — DALZ REVISED ~ BUR.TRAFFIC 0[-01-02 DEPARTMENT OF TRANSPORTATION STANDARD TRAFFIC SIGNAL DESIGN DETAILS TS-05 CONTRACT NO. 63222
PLOT BATE = 1/4/20808 DATE - 05-30-00 REVISED - SCALE: NONE ‘ SHEET NO. 4 OF 4 SHEETS | STA. TO STA. FED. ROAD DIST. NO. 1 [ILLINOISIFED. AID PROJECT




